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system, including the pumps,
oxygenator, and heat exchanger.

(b) Classification. Class II (perform-
ance standards).

§ 870.4230 Cardiopulmonary bypass
defoamer.

(a) Identification. A cardiopulmonary
bypass defoamer is a device used in
conjunction with an oxygenator during
cardiopulmonary bypass surgery to re-
move gas bubbles from the blood.

(b) Classification. Class III (premarket
approval).

(c) Date PMA or notice of completion of
a PDP is required. No effective date has
been established of the requirement for
premarket approval. See § 870.3.

[45 FR 7907–7971, Feb. 5, 1980, as amended at
52 FR 17737, May 11, 1987]

§ 870.4240 Cardiopulmonary bypass
heat exchanger.

(a) Identification. A cardiopulmonary
bypass heat exchanger is a device, con-
sisting of a heat exchange system used
in extracorporeal circulation to warm
or cool the blood or perfusion fluid
flowing through the device.

(b) Classification. Class II (perform-
ance standards).

§ 870.4250 Cardiopulmonary bypass
temperature controller.

(a) Identification. A cardiopulmonary
bypass temperature controller is a de-
vice used to control the temperature of
the fluid entering and leaving a heat
exchanger.

(b) Classification. Class II (perform-
ance standards).

§ 870.4260 Cardiopulmonary bypass ar-
terial line blood filter.

(a) Identification. A cardiopulmonary
bypass arterial line blood filter is a de-
vice used as part of a gas exchange
(oxygenator) system to filter nonbio-
logic particles and emboli (blood clots
or pieces of foreign material flowing in
the bloodstream which will obstruct
circulation by blocking a vessel) out of
the blood. It is used in the arterial re-
turn line.

(b) Classification. Class III (premarket
approval).

(c) Date PMA or notice of completion of
a PDP is required. No effective date has

been established of the requirement for
premarket approval. See § 870.3.

[45 FR 7907–7971, Feb. 5, 1980, as amended at
52 FR 17737, May 11, 1987]

§ 870.4270 Cardiopulmonary bypass
cardiotomy suction line blood filter.

(a) Identification. A cardiopulmonary
bypass cardiotomy suction line blood
filter is a device used as part of a gas
exchange (oxygenator) system to filter
nonbiologic particles and emboli (a
blood clot or a piece of foreign mate-
rial flowing in the bloodstream which
will obstruct circulation by blocking a
vessel) out of the blood. This device is
intended for use in the cardiotomy suc-
tion line.

(b) Classification. Class II (perform-
ance standards).

§ 870.4280 Cardiopulmonary prebypass
filter.

(a) Identification. A cardiopulmonary
prebypass filter is a device used during
priming of the oxygenator circuit to
remove particulates or other debris
from the circuit prior to initiating by-
pass. The device is not used to filter
blood.

(b) Classification. Class II (perform-
ance standards).

§ 870.4290 Cardiopulmonary bypass
adaptor, stopcock, manifold, or fit-
ting.

(a) Identification. A cardiopulmonary
bypass adaptor, stopcock, manifold, or
fitting is a device used in cardio-
vascular diagnostic, surgical, and
therapeutic applications to inter-
connect tubing, catheters, or other de-
vices.

(b) Classification. Class II (perform-
ance standards).

§ 870.4300 Cardiopulmonary bypass
gas control unit.

(a) Identification. A cardiopulmonary
bypass gas control unit is a device used
to control and measure the flow of gas
into the oxygenator. The device is cali-
brated for a specific gas.

(b) Classification. Class II (perform-
ance standards).

VerDate 11<MAY>2000 00:15 Apr 20, 2001 Jkt 194069 PO 00000 Frm 00304 Fmt 8010 Sfmt 8010 Y:\SGML\194069T.XXX pfrm01 PsN: 194069T


